
Dräger Aerotest® Simultan HP
Dräger-Tubes ®

Dräger Aerotest® Simultan HP is used to determine the quality of
respiratory air in high-pressure applications. In combination with the
new Dräger Oil Impactor the system offers a unique quality level for the
monitoring of compressed air.
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Benefits
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Monitored breathing air

By using the Dräger Aerotest Simultan HP, the quality of the breathing air from a compressor or a compressed
air cylinder can be tested. The application of the test system ensures the reliable testing in accordance with
the purification standard EN 12 021. The Aerotest product family is based on the well known Dräger-Tubes – a
reliable and quick test method to detect and measure possible toxic gases. The Dräger Aerotest Simultan HP
enables the quantitative detection of various potentially harmful substances, e.g. carbon monoxide, carbon
dioxide, water vapor and oil in dispersing compressed air. The values can either be determined individually or
simultaneously.

The Dräger Oil Impactor

The Dräger Oil Impactor is especially designed to detect oil aerosols in compressed air. It is a system that,
besides measurements of normal oils, enables the measurement of synthetic oils independent of the oil type
and viscosity. Quantitative results are easily visible via a tiered structure.

Fast and simple application

Using normal tools, the measuring instrument can be connected to the high-pressure air network. After only a
few minutes, the Aerotest displays an indication about the degree of contamination of the filled breathing air.

Always ready for use

All components of the Dräger Aerotest Simultan HP are arranged in a transport case and therefore always
ready for use.



Technical Data

Dräger Aerotest® Simultan HP | 03

Dräger Aerotest® Simultan HP
Dimensions (L x W x H) 390 x 315 x 110 mm
Weight approx. 3,5 kg
Supply Pressure 200 / 300 bar

Ordering Information

Dräger Aerotest® Simultan HP / NOx / NF /USA Order number

Dräger Aerotest® Simultan HP
Connection: G 5/8

without Dräger-Tubes®, without Dräger
Oil Impactor

6525937

Dräger Aerotest® Simultan HP
Connection: G 5/8

complete with Dräger-Tubes® and Dräger
Oil Impactor

6525951

Dräger Aerotest® Simultan HP/NOx
Connection: G 5/8

without Dräger-Tubes®, without Dräger
Oil Impactor

6525975

Dräger Aerotest® Simultan HP/NF
Connection: M25x2, INT

without Dräger-Tubes®, without Dräger
Oil Impactor

6525977

Dräger Aerotest® Simultan HP/NF
Connection: M25x2, INT

complete with Dräger-Tubes® and Dräger
Oil Impactor

6922747

Dräger Aerotest® Simultan HP/USA
Connection: G 5/8, CGA347-I and 825-14
NGO-RH-EXT

without Dräger-Tubes®, without Dräger
Oil Impactor

6525980

Dräger Aerotest® Simultan HP/USA
Connection: G 5/8, CGA347-I and 825-14
NGO-RH-EXT

complete with Dräger-Tubes® and Dräger
Oil Impactor

6525990

Accessories

Dräger-Tubes®

Carbon dioxid 100/a-P (10 pcs.) 100 – 3000 ppm 6728521
Carbon monoxid 5/a-P (10 pcs.) 5 – 150 ppm 6728511
Water vapour 20/a-P (10 pcs.) 0,1 – 1 mg/m3 8103061
Nitrous gases 0,2/a (10 pcs.) 0,2 – 6 ppm 8103661

Dräger Oil Impactor
Oil Impactor (10 pcs.) 8103560



Notes
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Not all products, features, or services are for sale in all countries.
Mentioned Trademarks are only registered in certain countries and not necessarily in the country
in which this material is released. Go to www.draeger.com/trademarks to find the current status.

CORPORATE HEADQUARTERS
Drägerwerk AG & Co. KGaA
Moislinger Allee 53–55
23558 Lübeck, Germany
www.draeger.com

REGION DACH
Dräger Safety AG & Co. KGaA
Revalstraße 1
23560 Lübeck, Germany
Tel +49 451 882 0
Fax +49 451 882 2080
info@draeger.com
.
REGION EUROPE
Dräger Safety AG & Co. KGaA
Revalstraße 1
23560 Lübeck, Germany
Tel +49 451 882 0
Fax +49 451 882 2080
info@draeger.com
.

REGION MIDDLE EAST, AFRICA
Dräger Safety AG & Co. KGaA
Branch Office
P.O. Box 505108
Dubai, United Arab Emirates
Tel +971 4 4294 600
Fax +971 4 4294 699
contactuae@draeger.com
.
REGION ASIA PACIFIC
Draeger Singapore Pte. Ltd.
61 Science Park Road
The Galen #04-01
Singapore 117525
Tel: +65 6872 9288
Fax: +65 6259 0398
asia.pacific@draeger.com
.

REGION CENTRAL
AND SOUTH AMERICA
Dräger Indústria e Comércio Ltda.
Al. Pucurui - 51 - Tamboré
06406-100 - Barueri - SP
Tel. +55 (11) 4689-4900
relacionamento@draeger.com
.

Locate your Regional Sales
Representative at:
www.draeger.com/contact
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